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FIBER TYPE HTF250 50/125/245 pm
DRY HEAT TEST 30 DAYS 150 °C
ATTENUATION BEHAVIOR @1300 NM
0,20 4 =
| :'::’:;j:'::‘m@"m'w" | [Coaling Galaxy® HPHTC 250
0,15
E
= 0,10
2,
E 0,05
%
§ 0,00 T T T T T T 1| T T T | T T
z
E 0,05 200
: - i
E -0,10 100 g
= %
-
0,15 d 0 E
-0,20 100
0 48 96 144 192 240 288 36 384 432 480 528 576 624
TIME [h]
FIBER TYPE HTF250 50/125/245 pm
DAMP HEAT TEST 30 DAYS @85 °C / 856 % R.H.
ATTENUATION BEHAVIOR @1300 NM
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Note: This technical sheet contains information proprietary to COIA GmbH.
Any un-authorised disclosure, copying or distribution of its contents is strictly prohibited.

Although the facts and suggestions in this publication are based on our own research and are believed reliable, we cannot assume any
responsibility for performance or results obtained through the use of our products herein described, nor do we accept any liability for loss

or damages

directly caused by our products. The user is held to check the quality, safety and all other properties of our product prior to

use. Nothing herein is to be taken as permission, inducement or recommendation to practice any patented invention without a license.
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